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SUTOP ÇİFT® ELASTİK 

Cement and Acrylic Based Two Component Elastic Waterproofing Material 
 
 
APPLICATION FIELD  

It is used in wet spaces such as bath, toilet, kitchen, places with water tanks and used for 

waterproofing. 

It is used on surfaces like concrete, plaster and screed. 

 

REQUIREMENTS 

Due to its elasticity, shrinking cracks do not occur. 

It allows easy and fast application. 

It can be used in horizontal and vertical applications. 

It has high adherence.  

It is against positive water pressure. 

 

APPLICATION 

SURFACE PREPARING  

The application surface should be durable, clean and dry, free of any dust and in balance.                                       

The surface should be free of mould oil, paint, dust and fully cured.  

Parts removed on the surface (iron, wood etc.) should be covered with appropriate Entegre Repair 

Mortar. After moistening on surface, it is applicable. 

 

MORTAR PREPARING AND APPLICATION 

The appropriate amount of liquid (10 kg liquid component/25 kg powder) is put into mixing bowl. All bag 

is poured and mixed with hand mixer until all lumps disappear. Mortar which is rested for 5 minutes is 

mixed again. 

On the joining parts of the application surface with EPODOL
®

 ‘s help ENTEGRE PAH BANDI should be 

applied. In cases where chamfer tape is not chosen to use, joints should be ovalized and reinforced with 

a mesh.  

Liquid mortar is applied with a brush or a roll. Second layer perpendicular to the first should be applied 

at least 6 hours later.  

Wait for 3 days for topcoat application (ceramic, screed and cement based plaster) and be careful to not 

to damage the insulation material mechanically during the coating process. 

If the application area is the water tank, the product should be cured for at least 28 days.  

 

 

 

 

 

CONSUMPTION 



1,5-2,0 kg/m2 single layer (single layer application in smooth surface and appropriate conditions are 

taken as a reference and may vary according to surface properties and application conditions.) 

 

TECHNICAL VALUES 

 

Water Vapor Permeability Class I 

Adhesion Strength by Pulling and Tearing Without traffic/ rigid 

Classification of Reaction to Fire E 

Bond Strength, N/mm²  ≥1 

Capillary Water Absorption and Water 

Permeability kg/m².h0,5  
Max 0.1 

Crack Bridging   0,75 

 

 

 
PACKAGING AND STORING 

• It is available in 25 kg polyethylene reinforced kraft bags and 10 kg plastic cans. 

• If requested, it can be delivered as pallet. 

• Both components should be stored in its original package without opening in dry and frost-free 

environment. 

• Shelf life of dust and liquid component is for 1 year as of the production date in proper storage 

conditions. 

• Liquid component freezes under 0°C 

• Opened packages should be tightly closed and stored under proper storage conditions and 

consumed within 1 week. 

 

WARNINGS 

• No foreign substance (lime, cement, gypsum etc.) should be added. 

• During application it is recommended to mix the product continuously. 

• Expired mortar should not be reused mixing with water or dry mortar. 

• Application is recommended to be done 

at a temperature of +5°C degrees to +30 °C degrees. 

• After application in following 24 hours SUTOP ÇİFT ELASTİK®; should be protected from sun, 

wind, rain and frost. 

• Reaches last resistance point in 14 days. 

• Should not be applied on frozen surfaces. 

• Do not apply under direct sunlight. 

• Comply with the specified application area and operating instructions. 

• Do not breathe directly. In case of contact with eyes, wash eyes with plenty of water, if needed, 

seek medical advice. 

• Please request the safety data sheet for more information. 

• Please consult us for all other application conditions and technical questions. 



 

CERTIFICATE OF CONFORMITY                  Conformant to TS EN 1504-2/ April 2008 Standard. 

    According to BS6920 Standard it is suitable to be in contact with 

drinking water.  

(METU Department of Chemical Engineering Report Num: 

2016.03.04.039/02   

Report Date:  17/03/2016)         Public Works Item Number: 04.477/1        

 

 

Stated data which is above obtained in laboratory environment. Entegre is not responsible for the problems and damages caused by 

the misuse of the product, failure to meet the specified storage application conditions or improper practice.  

Entegre reserves the right to revise the information contained herein without prior notice. 
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